
  



  

  

 

  

Kohli lamination machines are designed for high quality production of flexible laminated films 

used in the food packaging and pharmaceutical products. 

 

These machines offer profitability and efficiency for short, medium and long runs. 

 

One can choose from a stand alone dedicated machine to a multipurpose machine having 

different process technologies like solvent lamination, wet lamination, solventless lamination, 

gravure coatings and in-register cold seal application on pre printed web.  

  

  



   

  

Unwind-Rewind Reelstands : 

� Wide range of reel stands are available to suit all applications with respect to reel 

diameters and reel weights.  
� One can choose from a single reel simplex unit to a duplex turret with auto splicing for 

non stop printing.  
� Automatic tension is controlled by digital AC drives having load cell or dancer roll 

feedback.  

Coating Unit : 

� Vibration free heavy and robust construction of coating unit ensure optimum coating 

quality at all speeds.  
� Coating roller mounting system offers flexibility of using integral shafted or hollow rollers.  

Doctor Blade Unit : 

� Strong and rigid construction of doctor blade assembly ensure clean coat results at all 

speeds.  
� Precise blade movement for vertical, horizontal and angular adjustment.   
� Doctoring pressure adjustable pneumatically.  
� Blade locking by eccentric mechanism without any tools.  

Pressure Roll Unit : 

� Flexibility of using hollow or integral shafted rubber rollers.  
� As an option this unit can be designed for sleeved rubber rollers which allow changeover 

of rubber sleeves on the machine without web removal of releasing the web tension.  
� Pneumatically adjustable pressure setting on both sides.  

Drying Unit : 

� High efficiency drying hoods along with quick exhaust system ensure proper drying of 

adhesives and solvent removal at all speeds.  
� Pneumatic opening of drying hoods allow easy access for manual web threading and 

cleaning of rollers and nozzles.  

Lamination Unit : 

� Mirror Finished steel roller having heating provision by electric heaters or by hot water/oil 

circulation.  
� Automatic tension is controlled by a digital AC drive having load cell feedback. 

  



   

    

  

Technical Specifications : 
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ATHENA 295 (AR 180 WT) 

 

  



   

  

  

 
Our New Factory Near Mumbai, India.

 
ISO 9000-2001 Registered 

  

  
  
439, 'A' Block, M.I.D.C., Mahape, Navi Mumbai 400 701. India.

88, 'F' Block, M.I.D.C., Addl. Ambernath, Anandnagar, Dist. Thane - 421 506. India.

Tel : (+91 22) 3249 9801 - 9803

Fax : (+91 22) 2778 1360

Email : kohli@kohli.org 

Website : www.kohli.org


