
  



  

  

 

  

Kohli lamination machines are designed for high quality production of flexible laminated films 

used in the food packaging and pharmaceutical products. 

 

These machines offer profitability and efficiency for short, medium and long runs. 

 

One can choose from a stand alone dedicated machine to a multipurpose machine having 

different process technologies like solvent lamination, wet lamination, solventless lamination, 

gravure coatings and in-register cold seal application on pre printed web.  

  

  



   

 
  

Unwind-Rewind Reelstands : 

� Wide range of single reel and two reel turret stands to suit all applications with regards to 

reel diameters and reel weights.  
� Accurate tension controlled by Digital AC drives having load cell or dancer roll feedback.  

Coating Units : 

This unit consists of the following rollers: 

� Mirror finished metering roller (Fixed & Non driven)  
� Mirror finished metering roller (driven)  
� Rubber covered transfer roller (driven)  
� Mirror finished coating roller (driven)  
� Rubber covered pressure roller (non driven)  

 * Hinged pivot design for easy Transfer Roll Sleeves for easy in-the-machine changeover. 

Lamination Nip Unit : 

� This unit can be designed on the same body frame as the coating unit or on a separate 

body frame depending on customer requirements.  
� The unit consists of mirror finished steel roller having pneumatically applied rubber nip 

roller. Another steel back up roller ensures equal and accurate pressure across the web 

width.  

Drives and Controls : 

� Digital AC drive for Metering and Transfer rollers with a fixed speed ratio.  
� Individual Digital AC drives for coating & lamination rollers.  
� Precise tension control at the unwind and rewind units by Digital AC drives.  
� Touch screen provides easy access for all machine settings and parameters.  
� Programmable machine recipe system for saving material data and job settings for easy 

repeatability.  
� Temperature control units for steel rollers in the coating and lamination nip units.  

  



  

Accessories : 

The machine can be customized as per customer requirement: 

� Adhesive mixer, pump and dosing unit.  
� Carona treater.  
� Pneumatically adjustable pressure having stroke limiting system for minimum lift and 

automatic release during machine stops.  
� Additional rubber sleeves (Transfer roller)  
� Cooling roller at rewinder  
� Reel handling hydraulic trolleys.  

Technical Specifications : 

  



   

  

Web Path : 

ATHENA 295 (AR SL) 
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Our New Factory Near Mumbai, India.

 
ISO 9000-2001 Registered 

  

  
  
439, 'A' Block, M.I.D.C., Mahape, Navi Mumbai 400 701. India.

88, 'F' Block, M.I.D.C., Addl. Ambernath, Anandnagar, Dist. Thane - 421 506. India.

Tel : (+91 22) 3249 9801 - 9803

Fax : (+91 22) 2778 1360

Email : kohli@kohli.org 

Website : www.kohli.org


